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                          PHYSICS PROPERTIES CHEMICAL ANALYSIS   
        

   
  

  Specific Gravity: 
 

2.85 
 

Fe2O3 1,5 to 2,5   
  Free density 

 
0,19 to 0,23g/CC 

 
Sio2 46  to 49   

  Packed density: 
 

0,28 to 0,40g/CC 
 

Al2O3 33 to 35   
  Refractive index: 1.5 à 1.7 

 
CaO 0,09 to 1,4   

  Stability color: perfect 
 

MgO 0,55 to 0,75   
  Heat resistance: Stable until  1112°F 

 
MnO 0,010 to 0,020   

  calcination: 
 

1112°F à 1832°F 
 

P2O5 0,07 to 0,1   
  fusion: 

 
About 2732°F 

 
Cr2O3 0,009 to 0,01   

  Hardness (MOH scale): 2.5 
 

TiO2 0,14 to 0,25   
  PH: 

 
7,5 to 9,5 

 
K2O 10 to 11   

  solubility: 
 

zero 
 

Na2O 0,9 to 1,2   
  Oil absorption (linseed): 90 to 100g 

 
ZnO 0,002 to 0,003   

  (for 100 g of mica)   
 

ZrO2 0,010 to 0,015   
  B.E.T. 

 
8 to 9 

 
Fluor 0,3 to 0,4   

  
  

  
 

Variation in fire :  5,3 to 5,8   
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  Residue on the sieve of :  
 

  Settings  Values (mg/kg)   
  20 µ 

 
0,9   Mercury <5   

  32 µ 
 

0,8   Lead <5   
  45 µ 

 
0,03   Bismuth <5   

  80µ 
 

TRACES   Tin <5   
  

   
  Selenium <5   

  
   

  Arsenic <5   
  

   
  Antimony <5   

                
 

GRANULOMETRIC AND CHEMICAL ANALYSIS 
        MICA CONCORD GRADE 1000 
 
 

 
MICA FOR THE COSMETIC INDUSTRY 

Grades available: 700 to 1000 


