
 

Donec Vitae Sem 
In hac habitasse platea dictumst. 

A. Proin tristique. 
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  PHYSIC PROPERTIES CHEMICAL ANALYSIS   
        

   
  

  Specific Gravity: 
 

2.85 
 

Fe2O3 2,220   
  Free density 

 
FROM 0,18g to 0,23g/CC 

 
Sio2 46,610   

  Packed density: 
 

FROM 0,40g to 0,45g/CC 
 

Al2O3 34,670   
  Refractive index: 1.5 à 1.7 

 
CaO 0,125   

  Stability color: perfect 
 

MgO 0,578   
  Heat resistance: stable until 1112°F 

 
MnO 0,010   

  calcination: 
 

1112°F to 1832°F 
 

P2O5 0,096   
  fusion: 

 
about 2732°F 

 
Cr2O3 0,010   

  Hardness (MOH scale): 2.5 
 

TiO2 0,145   
  PH: 

 
7.5 to 9.5 

 
K2O 10,390   

  solubility: 
 

zero 
 

Na2O 1,140   
  Oil absorption (linseed): roughly 75 g 

 
ZnO 0,002   

  (for 100 g of mica)   
 

ZrO2 0,010   
  

  
  

 
Fluor 0,300   

  
  

  
 

Variation in fire :  -5,340   
                
  GRANULOMETRIC ANALYSIS HEAVY METAL ANALYSIS   
  

   
  

  
  

  Residue on the sieve of : 
 

  Settings Values (mg/kg)   
  45 µ 

 
FROM 3 to 5   Mercury <5   

  80 µ 
 

FROM 0,5 to 1,5   Lead <5   
  160 µ 

 
TRACES   Bismuth <5   

  
   

  Tin <5   
  

   
  Selenium <5   

  
   

  Arsenic <5   
  

   
  Antimony <5   
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